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ELEKTRISCHE BEDRIJFSVOERTUIGEN

GOUPIL G2 PICK UP

Licht en wendbaar
De compacte Goupil G2 is klein, licht en wendbaar en dus de ideale partner voor onder andere campings,
golf- en vakantieparken, campussen, instellingen en onderhoudsdiensten. Op de achterzijde van het voertuig zijn
tal van opbouwmogelijkheden, zoals een open laadbak met opzetschotten of een dichte opbouw met rolluiken.

Verschillende accupakketten en een groot laadvermogen
Er zijn twee types accupakketten leverbaar, te weten lood-zuur en lithium. Het laadvermogen is maximaal ca. 596 kg.
De G2 heeft een typegoedkeuring L7e-CU of is als MMBS voertuig te bestellen.

www.eco-mobiliteit.nl
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Goupil G2 - Pick-up
Homologation L7e-CU

DIMENSIONS
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mm 3280 1105 1785 275 784 212 266 2215 975 985 370 565 835 1308 1074 675 304 1083
TECHNICAL OVERVIEW
HOMOLOGATION | SEATS CHARGER
Road homologation with and without doors L7e-CU Voltage | Current 48V | 21A
Number of seats 2 IP rating Water resistant - IP 66
MAIN FEATURES Heat dissipation Passive
Chassis $355 steel with anti-corrosion protection Charger plug 4 poles - 1P 54
Cabin Aluminium cab with windscreen and rear window (standard) ELECTRIC POWERTRAIN
Doors Rear-hinged glass doors + side mirrors Motor Asynchronous (maintenance-free)
Bodywork ABS PMMA Motor voltage 48V
Protection and bumpers Shape-memory polypropylene Nominal power (S2-30 minutes) 5.1 kW
Floor Removable | Anti-slip and rot-proof wood - 12 mm thick Max power 11.5 kW
PERFORMANCE Max torque 60 Nm
Maximum speed 30 km/h BRAKES
Max. slopeempty | Max. slope loaded | Max. slope loaded with trailer 25%118 %112 % Braking system Hydraulic - dual circuit in H
MASSES Front brake disc 2260 mm
Empty vehicle mass COC (incl. doors, load bed and towing | w/obattery) 466 kg Rear drum brake @230 mm
Maximum permissible mass 1100kg Parking brake Hand actuated
Maximum mass of the combination 1333kg SUSPENSIONS
Gross payload with Lithium batteries up to 634 kg Front suspension type McPherson
Gross payload with Lead Acid batteries * up to 516 kg Travel 152 mm
Tow load capacity for road approved trailers (with or without brakes) 233 kg Rear suspension type McPherson
PIMENSIONS Travel 153 mm
Overall length | Cab width | Overall height 3280mm|1105mm|1785mm WHEELS AND TYRES STANDARD LOW PRESSURE
Wheelbase 2215mm Type Tubeless Tubeless
Front [ Rear track 975 mm 985 mm Tyre size 175/70R14 84H 24X8514 4PR
Ground clearance 212 mm Rim 5,6x14 4/115/70 ET56 7x14 4/115/70 ET44
Front | Rear overhang 870 mm| 565 mm Recommended pressure | Max. pressure 2.5bars |3 bars -1 1.5 bar
Front clearance angle 25° Tyre rating Street Turf
Turning radius wall to wall | Turning radius pavement 4700 mm | 4 650 mm
TRANSIISSION BATTERIES TN LEADAX 2V, LITHIUM LifePod
Type Gear box single ratio and differential Capacity 5.8 kWh 5.2 kwh 8.6 kWh
Gear ratio 17.05:1.0 Voltage 48V 512V 512V
CONTROLLER Weight 164 kg 45kg 76 kg
Type Curtis Charging time on household socket 6h00 @ 13A 6h30 @ 13A 11h00 @ 13A
Nominal battery voltage 36-48V Range 45km 61 km 100 km

G2 PICK UP VAN FEATURES

Length x width 1308x1074  Weight of the front upper
x height x304mm  mesh panel (with tool carrier)
Loading area 1.4m? Front upper mesh panel
Weight of the front Front gate | Side and

. 38kg
+ rear + side gates rear gates
Weight of the front gate 11 kg Tool carrier

STANDARD

+ 3 point seatbelts

+ 12-volt socket

+ Ajustable seats (depth)
+ Cup holders

+ Heated windscreen

21 kg

Steel

Steel | Aluminium - dropdown and
detachable - no rear mounting posts

Removable with tools

+ LED headlights

+ Side indicators

+ Two-speed windscreen wipers
+ USB plug

MASSES Lead Acid 58 Kinh  Lihium 52KwWh  Lithium 86 Kivh

Actual vehicle mass

(pick-up + gates) 623kg

504 kg 535kg

Gross payload

OPTIONS & ACCESSOIRES

+ Bluetooth speaker + Roof bar with adaptable options: 2 beacon lights +
+ Doors triflash hazard waming triangle - additional height:
+ Electric heater | 900 W 490 mm | closed: 130 mm)

+ Forward/Reverse motion buzzer + Roof beacon light on mounting bracket

+ Jack and crank + Towing hook

478 kg 596 kg 565 kg

*Depending on the battery capacity and the equipment. *+All dimensions are given for a vehicle at GVW except height of the vehicle and height of the deck. Any information or other data provided in this document is non-binding and subject to modification at any time.
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